
 Architectural composite shingle / Cedar Shakes 
 Weighs at least 300 pounds per square. 
 Wind rating of at least 90 MPH 
 All valleys will be cut not woven. 
 High definition ridge caps need to be installed. 
 Zinc strips are not allowed. 

 
 All reroofing projects need to be submitted to the ACC 

for approval.  The products listed on the next page 
have been prescreened and can be quickly approved. 

  The listing is provided for your information and is not 
meant to be all inclusive.  If you have another product 
in mind, please submit it on your request. 

 



Currently Approved Shingles 
  Manufacturer Product 

Weight 
per 
Square 

Warranty Wind 

  Various Cedar Shakes NA NA NA 

  CertainTeed Grand Manor Shingle 425 Lifetime 110 

  CertainTeed Presidential Shake TL 480 Lifetime 110 

  CertainTeed  Landmark TL 340 Lifetime 110 

  CertainTeed Presidential Shake 355 50 110 

  PABCO Premier Advantage 50 320 50 90 

  GAF/Elk Grand Canyon  480 Lifetime 110 

  GAF/Elk Grand Sequoia 355 Lifetime 110 

  GAF/Elk Timberline Prestique High Def. 352 Lifetime 110 

  Owens Corning Woodcrest 360 Lifetime 90 

  * Shingles highlighted in yellow are preferred.       

            


